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IP66
+50°C

-25°C
1,5

Kg I Uout

20 Kg 0,074 m² 0,246 m² Max 1,2 A Max 600 VÙ

ta  +50°C ta  +35°C

Max = 200 m

Max = 200 m

Max = 200 m

NTC
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Ta
+25°C

+30°C

+35°C

+40°C

+45°C

+50°C

100% 100%

100% 100%

100% 100%

100% 100%

95% 95%

90% 90%

92% 92%

88% 88%

Power [W] Flux [lm] Power [W] Flux [lm]Ta
+25°C

+30°C

+35°C

+40°C

+45°C

+50°C

100% 100%

100% 100%

100% 100%

95% 95%

RG1Optics

≤ 5700 KLED CCT

S1

20°x80°

45°

14 m 23 m

24 m13 m

12 m

22 m

23 m

60°

40°

30°

A2

A1

C1

C2

RG1Optics

≤ 5700 KLED CCT

C3

20°

15°

C4

24 m

23 m

10°

8°

C5

C6
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GWP3231AXXXX GWP3232AXXXX GWP3236AXXXX

GWP30021

GWP30022

GWP30023

GWP30025

2 x GWP30015

2 x GWP30017

960W
(400V: 955W)

970W
(400V: 965W)

960W
(400V: 955W)

1000W 1020W 1000W

990W 1020W 990W

990W 1020W 990W

990W 1020W 990W
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GWP30001
GWP30020
GWP30021 (GWP30022)

+

GWP30007
GWP30023 (GWP30025)+
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112 112

18 21 18

1 22

�
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�

1

2

DIN7980

M16

DIN7980

M20

IT Per installazioni superiori a 3m assicurare il proiettore sulla spalla metallica con catena (es. GWS6922) o cavo di acciaio. - 
AR 

BE BG
CS

DA DE Bei Installationen über 
EL

EN ES Para instalaciones 
ET

FI FR Pour les 
GA

HR
HU KK

LT
LV

MT NL
NO

PL PT Para 
RO

RU
SK SL

SV
TR ZH 
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15 Nm

+/- 90°

A

1
2

3

15 Nm

+/- 90°

1

2

34

GWP30004
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+90°

+90°

-90°

+90°

+90°

55°≤

0°

0°

-90°

0°

0°

(17°)

(17°)

(17°)

��

�

�

�

(17°)

(17°)

r ≥ 4D

1 D

2
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A1

60°

A2

r ≥ 4D

1 D

2
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IP66
�

KO

1 D 2

L = LED+
DALI / DMX

N = LED-

NTC+
NTC-

=
=
=

�
�

6 mm

Max 2,5 mm²

4 Nm

0,5 Nm

Ø 7÷14,4 mm

4 0 mm

A
1

2

34

GWP30020

GWP30001

GWP30021
GWP300221

2

A
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L2

NTC
+1

-1
+3

-3

-3
+3

A
A

B
B

S
S

L1

3-
3+
1-
1+
NTC

S
S
B
B
A
A

L2
L1

4
2
3
1
5

3-
3+
1-
1+
NTC

DA
DA
DA
DA

4
2
3
1
5

L2
L1

PINOUT 

L1 AC L1 IN 
L2

A
A
B
B

 AC L2 IN 

PE 

DMX A INPUT DATA + 
DMX A RE-LAUNCH DATA + 

DMX B RE-LAUNCH DATA - 
DMX B INPUT DATA -

S DMX shield 
S DMX shield 

PE LED MODULE
NTCNTC 

+1 LED1+
-1 LED1-
 +3 LED3+

-3 LED3-

PINOUT 

L1 AC L1 IN 
L2 AC L2 IN 

PE

DA DALI IN
DA

DALI INDA
DALI relaunch 

DA DALI relaunch 

PE LED MODULE 

NTC NTC 
+1 LED1+
-1 LED1-
 +3 LED3+

-3 LED3-

Label Label 

L1 L2 DADADADA +1 -1NTC +3 -3 L1 L2 A A B B S S +1 -1NTC +3 -3

220-400V
50/60Hz

DALI 220-400V
50/60Hz

DMX

GWP30022 - DMX GWP30021 - DALI

GWP30022 - DMX
DMX address default: 1

GWP30021 - DALI
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GWP30023
GWP30025

GWP30007

1

2

1 2

IP66

KO

r ≥ 4D

1 D

2

1

2
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A

B

H07RN-F 5x1 (Max 200 m)

IP66

KO

r ≥ 4D

1 D

2

1

2

GWP30023
GWP30025

6 mm

Max 2,5 mm²

4 Nm

L = LED+
DALI / 0-10V

N = LED-

NTC+
NTC-

=
=
=

0,5 Nm

�
�

Ø 7÷14,4 mm

4 0 mm

A
1

2

34
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1

2

1 2

6 mm

Max 2,5 mm²

4 0 mm

4 Nm

0,5 Nm

Ø 7÷14,4 mm

L = LED+
DALI / 0-10V

N = LED-

NTC+
NTC-

=
=
=

�
�

1

2

34

B
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H07RN-F 3x1 (Max 200 m)

IP66
�

KO

r ≥ 4D

1 D 2

C

1

2

C

GWP30015
GWP30017

6 mm

Max 2,5 mm²

4 0 mm

L = V+
DALI / 0-10V

N = V-

=
=
=

�
�

4 Nm

0,5 Nm

Ø 7÷14,4 mm

1 2

34
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OUT DALI / 0-10V

KO!

C

D

GWP300XX

V+

V-
V-

V+

D
GWP300XX

BLU

BRN = V+
V-=
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1

2,5 Nm

x 14 x 1

GWP30006 / GWP30009

2

GWP30006

GWP30009

A1 A2S1 C1
OPTICS

C2 C3 C4 C5 C6



18

WEWEEEEE

GWP30004

GWP30002

GWP30003

Standard Picatinny

A
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+39 035 946 111
8.30 - 12.30 / 14.00 - 18.00

lunedì ÷ venerdì  -  monday ÷ friday
+39 035 946 260

sat@gewiss.com
www.gewiss.com24h

Punto di contatto indicato in adempimento ai fini delle direttive e regolamenti UE applicabili:
Contact details according to the relevant European Directives and Regulations:
GEWISS S.p.A.  Via A.Volta, 1 IT-24069  Cenate Sotto (BG)  Italy  tel: +39 035 946 111  E-mail: qualitymarks@gewiss.com

According to applicable UK regulations, the company responsible for placing the goods in UK market is:
GEWISS UK LTD - Unity House, Compass Point Business Park, 9 Stocks Bridge Way, ST IVES

Cambridgeshire, PE27 5JL, United Kingdom  tel: +44 1954 712757  E-mail: gewiss-uk@gewiss.com


